
PRODUCT

ALKALINE CLEANERS

PBW
Non-caustic 

Powder

PBW LIQUID
Non-caustic

Liquid

1-2 OZ. (8-16 mL) PER GALLON (LITER)

3/4 OZ. (6 mL) PER GALLON (LITER)

3/4 OZ. (6 mL) PER GALLON (LITER)

1-2 OZ. PER GALLON   

8-16 mL PER LITER  

140°F (60°C) TO 160°F (71°C)

120°F (49°C) TO 140°F (60°C)

100°F (38°C) TO 180°F (82°C)

50°F (10°C) TO 170°F (77°C)

 

30 MINUTES

15-30 MINUTES

ACID CLEANERS

STAR SAN
High-foaming sanitizer under pH of 3r

Liquid

1 OZ. PER 5 GALLONS
30 mL PER 19 LITERS

50°F (10°C) TO 122°F (50°C) 5 MINUTES

SANICLEAN
Low-foaming Acid Anionic

Liquid

1 OZ. PER 3 GALLONS
30 mL PER 11 LITERS

50°F (10°C) TO 122°F (50°C) 3 MINUTES

SANICLEAN PAA PRO
EPA-Registered Acid-based Sanitizer

Liquid

1.7-5.3 OZ. PER 5 GALLONS
2.7-8.3 mL PER LITER

59°F (15°C) TO 149°F (65°C) 1 MINUTE

PRODUCT

ADJUNCTS

5.2 pH STABILIZER
Phosphate Buffer

Liquid
3 OZ. (89 mL) PER 1 BBL  MASH

• DOSAGE IS BASED ON AMOUNT OF FINISHED PRODUCT
• ADD WHILE MASHING IN

SUPER MOSS      
Carrageenan- Irish Moss

Liquid
1 OZ. (30 mL) PER 10 BBL BOIL

• PLACE IN JAR OF COLD WATER AND SHAKE FOR 30 SECONDS
• ADD TO LAST 15 MIN. OF BOIL

DEFOAMER 105
10% Silicon Defoamer

Liquid
1 OZ. (30 mL) PER 7 BBL BOIL

• ADD TO BOIL KETTLE OR FERMENTER
• DO NOT EXCEED 200PPM/BATCH

DEFOAMER 880
Non-Silicone Based Defoamer

Liquid
1 OZ. (30 mL) PER 5 BBL 1°F  TO 200°F

• PROVIDES FOAM SUPPRESSION FOR UP TO 14 DAYS
• ADD AS NEEDED TO BLOW-OFF BUCKETS

initial passivation    5 OZ. (39 mL) PER GALLON (LITER)

RINSE           1 OZ. (0.8-1.6 mL) PER 5-10 GALLONS (LITER)

PASSIVATION                   1 OZ. (8 mL) PER GALLON (LITER)

KEGS                       1-2 OZ. (8-16 mL) PER GALLON (LITER)

BRITE TANKS        2-3 OZ. (16-23 ML) PER GALLON (LITER)

20 MINUTES

15 MINUTES

30 MINUTES

2 MINUTES

15-20 MINUTES

25-30 MINUTES

15-25 MINUTES

LET AIR DRY

Emergency Telephone: Infotrac 800.535.5053
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Liquid Chlorrinated Potassium Hydroxide

SUPER CIP
Chlorinated Caustic

Powder

1-3 OZ. PER GALLON
8-23 mL PER LITER  

140°F (60°C) TO 160°F (71°C) 15-30 MINUTES

CMC
Chlorinated Manual Cleaner

Granular Powder

1-2 OZ. PER GALLON
8-16 mL PER LITER  

140°F (60°C) TO 160°F (71°C) 5 MINUTES
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HD CAUSTIC #2
Low-foaming Acid Anionic

Powder

0.5-2 OZ. PER GALLON
4-16 mL PER LITER  

160°F (71°C) TO 180°F (82°C) 20-30 MINUTES

LCC
Liquid Circulation Cleaner

Liquid

1-6 OZ. PER GALLON
8-47 mL PER LITER

160°F (71°C) TO 180°F (82°C) 15-30 MINUTES

CHLORINATED CAUSTICS

NON-CHLORINATED CAUSTICS

SANITIZERS

WASH                              1 OZ. (8 mL) PER GALLON (LITER)

CLEANING                   2 OZ. (16 mL) PER GALLON (LITER)

PASSIVATION     6-8 OZ. (47-62 mL) PER GALLON (LITER)

DOSAGE TEMPERATURE USAGE

120°F (49°C)

50°F (10°C) TO 140°F (60°C)

120°F (49°C)

120°F (49°C) TO 160°F (71°C)

45°F (7°C) TO 60°F (16°C)

120°F (49°C) TO 160°F (71°C)

50°F (10°C) TO 170°F (77°C)

DOSAGE TEMPERATURE CONTACT RINSE

X

X

ACID #5
Phosphoric/Nitric Blend

Liquid

ACID #6
Phosphoric/Nitric Blend and Detergents

Liquid

PHOSPHORIC ACID
75% Solution

Liquid

CITRIC ACID
Powder

X

CRAFT CLEANING CHART

Five Star Chemicals
705 Tri-State Parkway

Gurnee, IL 60031
Support@fivestarchemicals.com

800-782-7019
www.Fivestarchemicals.com 
         @FiveStarChemicals

Scan QR Code for: 
•	 MSDS
•	 Technical Sheets
•	 FAQEQ


